
SECTION 13 40 00.11

ARMORTEX® BULLET RESISTANT ALUMINUM 44/350 BULLET RESISTANT DOOR SYSTEM

PART 1 – GENERAL
1.1 REFERENCE

The publication below forms a part of this specification.



UNDERWRITERS LABORATORY UL 752  11th Edition dated Sept. 5, 2005


Standard for Bullet Resistant Equipment

1.2 DESIGN

Extruded aluminum top, rail and stile shall have a 2 ¾  “ face and a 8 ½ ” bottom rail. Frame size shall be 1 ¾ “ X  4”.   Doors and frames shall be designed to defeat ballistic assaults from a .44 magnum hand gun as tested in accordance with UL 752 Level 3 standard.

1.3 SUBMITTALS

The following shall be submitted in accordance with Division 1 ((coordinate)) and the SPECIAL CONTRACT REQUIREMENTS. ((if any))  Submit for approval prior to fabrication: catalog cuts, shop drawings, specifications, frame profiles, size, type and spacing of frame anchors, reinforcement size and locations, details of joints and connections, and printed data in sufficient detail to indicate compliance with the contract documents.  Manufacture’s instructions for installation and cleaning.

1.4 WARRANTY

All materials and workmanship shall be warranted against defects for a period of one (1) year from date of receipt at job site.

PART 2 – PRODUCTS
2.1 FRAMES

Bullet Resistant door and frames  and glazing assemblies shall be furnished by Armortex of Schertz, Texas, phone (210) 661-8306. (800) 880-8306, Fax: (210) 661-8308.  Door and frame sections shall be extruded from 6061-T5 alloy or equal with a minimum tensile strength (minimum 38.0 ksi ultimate, 35.0 ksi Yield).  All internal framing fasteners shall be type 18-8 stainless steel.  Interior glazing gaskets shall be closed cellular neoprene (40-50 Shore “A: Durometer).  Exterior glazing gaskets shall be solid neoprene (65-75 shore “A” Durometer).  All neoprene shall be in strict compliance with ASTM-C 509-89 Type II Option 1 and C-854-89.  All joints and connections shall be tight, providing hairline joints and true alignment of adjacent members.  Corner joinery shall consist of heavy duty extruded and keyed aluminum  corner splines with continuous 3/8” diameter tie rod construction.  Glazing members shall accommodate glazing transparencies or opaque panels ranging in thickness from ¾” to 1 3/8”.  Glazing must not be removable from the threat side of the door.
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2.2 GLAZING

Glazing shall be UL Listed Level 3 glass clad polycarbonate

2.3 FINISH

Finish shall be clear anodized or bronze duranodic

2.4 HARDWARE

Items provided by the door manufacturer shall consist of  SELECT SL 11 HD continuous hinge, Adams Rite MS1850,  lock, 9” pull handle, push bar and LCN 4000 series closer.

PART 3 – EXECUTION
3.1 INSTALLATION

Set frames and glaze in accordance with manufacture’s instructions.  Repair damaged units (if approved by the manufacturer and the architect) or replace with new units.

3.2 PROTECTION

Properly store all the frames, glazing material etc. in a dry location and covered to protect from damage before and after installation.

3.3 CLEANING

Upon completion, clean exposed surfaces of frames and glazing products thoroughly in accordance with manufacturer’s instructions.  Remove mastic smears and other unsightly marks.
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