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ARMORTEX® BULLET RESISTANT BAFFLE DESIGN 

TRANSACTION BARRIERS
PART 1 - GENERAL

1.1  REFERENCE

The publication below forms a part of this specification.

UNDERWRITERS LABORATORY UL 752 11th Edition dated Sept. 5, 2005
Standard for Bullet Resistant Equipment  

1.2  DESIGN    

Though the design, manufacturing technique and material application, this assembly shall provide single or multiple transaction positions utilizing the “natural voice” baffle configuration.  This design shall employ offset vertical standing vision panels and 5” baffles to complete the “natural voice” design as well as to protect against angled ballistic penetrations.  Each transaction position shall have a stainless steel dip tray as shown on the drawings. Components must be manufactured in strict accordance with the specifications, design and details. All vision panels and baffles shall be cut to size with all exposed edges polished.  Necessary holes shall be pre drilled and tapped where required.  Stainless Steel assembly screws and acrylic spacers shall be provided.  Clear anodized angles and channels shall be provided in field lengths.  Anchor screws shall be provided by the installer.  No field alterations to the construction of the units fabricated under the acceptable standards shall be allowed unless approved by the manufacturer and the architect.  Standard manufacturing tolerances shall be +/- 1/16".
1.3  SUBMITTALS

The following shall be submitted in accordance with Division 1  ((coordinate)) and the SPECIAL CONTRACT REQUIREMENTS. ((if any))  Submit for approval prior to fabrication:  Catalog cuts, shop drawings, specifications, and printed data in sufficient detail to indicate compliance with the contract documents.  Provide proof of possession of PRODUCT LIABILITY INSURANCE in an amount not less than five million U.S. dollars.  Provide proof of ISO 9001:2008 Certification. Provide manufacturer’s instructions for installation and cleaning. 

1.4  WARRANTY

All materials and workmanship shall be warranted against defects for a period of one (1) year from date of receipt at job site.

PART 2 - PRODUCTS
2.1  MANUFACTURE: Complete baffle window assemblies shall be as manufactured by Armortex, 5926 Corridor Pkwy, Schertz, TX 78154, 800-880-8306. The provider of the baffle window components must be ISO 9001:2008 Certified with proof of certification from an accredited registrar.  

If in compliance with all aspects of this specification products by additional manufacturers maybe considered:

Diebold, Inc. 800-999-3600
Creative Industries  317-248-1102

BULLET RESISTANT BAFFLE DESIGN

TRANSACTION BARRIERS (cont.)

2.2  GLAZING PANELS - BAFFLES
Glazing panels and baffles shall be Level 3 UL Listed TP 300 laminated polycarbonate or other material as may be designated on the drawings.
2.3  DIP TRAY

Model RMDT1016 constructed of 16 ga. stainless steel, # 3 finish, 10" x 16" from the outside edge of flanges with a clear open depth under the glazing of 1 5/8".

2.4  FINISH  

Stainless Steel with # 3 finish.
PART 3 - EXECUTION
3.1  INSTALLATION

Set components  in accordance with manufacturer’s instructions and contract drawings (if approved by the manufacturer and the architect) or replace with new items.

3.2  PROTECTION

Properly store all items in a dry location and covered to protect from damage before and after installation.

3.3  CLEANING

Upon completion, clean exposed surfaces thoroughly in accordance with manufacturer's instructions.  

** END OF SECTION **
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