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BULLET RESISTANT WOOD DOOR AND FRAME

((SHORT FORM))
GENERAL:  Furnish a door and frame assembly  of the "non-ricochet type" utilizing UL Listed Bullet Resistant Fiberglass as the capturing barrier manufactured by Armortex of Schertz, Texas.  Phone:  210-661-8306,  1-800-880-8306,  Fax:  210-661-8308.  The provider of this door must be ISO 9001:2008 Certified by an accredited registrar and provide proof of such. Provide proof of possession of PRODUCT LIABILITY INSURANCE in an amount not less than five million U.S. dollars.  The protection level shall be UL Level ______.((specify))

PRODUCT: The door shall be 1 3/4" thick solid core wood with unfinished red oak ((or other- specify)) face veneer and hardwood stiles and rails.  Pre hang door with a Heavy Duty Continuous Gear Hinge on a 16 ga. brake formed primed steel frame lined with UL Listed Bullet Resistant Fiberglass.  If a vision panel is required it shall be UL Listed bullet resistant glass, ((polycarbonate or other-specify)) of the same protection level as the door.  Mortise and reinforce at the factory for required hardware.  Knocked down or aluminum frame assemblies are unacceptable.

EXECUTION: Install and clean in accordance with the manufacturer’s instructions.

Armortex wood doors are available in levels 1 through 8.
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