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BULLET RESISTANT FIBERGLASS COMPOSITE    

((SHORT FORM))

GENERAL:  Furnish and install UL Listed Armortex® Bullet resistant composite Armor as shown on the drawings and manufactured by Armortex of Schertz, Texas.  Phone:  (210)-661-8306,  (800)-880-8306,  Fax:  (210)-661-8308. Submit prior to fabrication VERIFICATION OF UL LISTING, proof of possession of PRODUCT LIABILITY INSURANCE in an amount not less than five million U.S. Dollars, literature and a product sample.  The fiberglass composite provider must be ISO 9001:2008 Certified with proof of certification from an accredited registrar. The determination of compliance with these requirements shall be the sole decision of the architect.  Unlisted bullet resistant composite products will not be considered acceptable or equal.   
Furnish verification of compliance with ASTM E119-00e ONE HOUR FIRE RATING from a recognized testing laboratory.
SUBSTITUTIONS:  Other UL Listed bullet resistant fiberglass products are acceptable if in compliance with all requirements of this specification.  Alternate products must be submitted to the architect for approval two weeks prior to bidding.

SECURITY LEVEL:((The product designation and model shall be determined by the security level desired.)) Bullet Resisting Equipment UL 752 Rating level ____((specify level))

WARRANTY:  All materials and workmanship shall be warranted against defects for a period of (2) years from the date of receipt at the project job site.

PRODUCT: The panels shall be made of multiple layers of woven roving ballistic grade fiberglass cloth impregnated with a thermoset polyester resin and compressed into flat rigid sheets.  The production technique and materials used shall provide the controlled internal delamination to permit the capture of a penetrating projectile.

EXECUTION:  Install in accordance with the manufacturer’s recommendations; adhere with mastic, industrial adhesive, screws or bolts. All joints shall have a 4" wide backing strip of the same bullet resistant fiberglass to provide 2" of overlap in both directions to insure the integrity of the protection level specified.
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