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BULLET RESISTANT TRANSACTION WINDOW

12 ga. STAINLESS STEEL “C” CHANNEL

PART 1 GENERAL
1.1  REFERENCE

The publication below forms a part of this specification


UNDERWRITERS LABORATORY UL 752 11th Edition


Standard for Bullet Resisting Equipment dated Sept. 5, 2005
1.2  DESIGN

A Transaction window designed and built in a manner that provides a completely assembled, finished unit with a dip tray and shelf, to be installed in a finished opening.

THE NATURAL VOICE FRAME MUST BE UL LISTED LEVEL 3.

GLAZING IS TO BE UL LISTED LEVEL _________((specify level))         

Provide for two way "natural voice" communication permitted by the design of the vertical side frames and glazing technique.  Units must be manufactured in strict accordance with the specification, design and details.  No field alterations to the construction of the units fabricated under the acceptable standards shall be allowed unless approved by the manufacturer and the architect.  All welds shall be in accordance with    the requirements and standard practices of the American Welding Society.  All exposed welds shall be ground flush and finished smooth.

1.3  SUBMITTALS

The following shall be submitted in accordance with Division 1 and the SPECIAL CONTRACT REQUIREMENTS:  Catalog cuts, shop drawings, specifications, frame profiles, size, type and spacing of anchors, welding details, details of joints and connections.  The provider of this window must be ISO9001:2008 Certified by an accredited registrar and provide proof of such. Provide VERIFICATION OF UL LISTING of natural voice frame, and printed data in sufficient detail to indicate compliance with the contract documents, for all components of the transaction window.  Provide proof of possession of PRODUCT LIABILITY INSURANCE in an amount not less than five million U.S. dollars. Provide manufacturer’s instructions for installation of the transaction window and cleaning of the glazing material.

1.4  WARRANTY

All material and workmanship shall be warranted against defects for a period of one (1) year from the date of receipt at the jobsite.

PART 2 PRODUCTS  

2.1 MANUFACTURER

Transaction Window unit to be model SSTW of the size indicated on the contract drawings and manufactured by Armortex,  Schertz, Texas.    Phone:  210-661-8306,  800-880-8306,  Fax:  210-661-8308.  If in compliance with all aspects of this specification 
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Products by these additional manufacturers may be acceptable:
Diebold, Inc.  800-999-3600

Ross Engineering  703-971-2442

Norshield Security Products  334-281-8440

2.2  FRAME                                                                                                                          
The vertical side of frames are to be manufactured of 12 ga. stainless steel # 3 finish and drilled in at least four points on each side to permit the anchoring to structural members or mullion with an adjoining unit.  The hole placement shall prohibit the removal of these anchoring or attaching devices from the opposite side of glazing.  The top and bottom edges of the glazing are to be capped with no less than 20 ga. stainless steel, with a # 3 finish. Frame shall not be of the hollow metal design.   FRAME TO BE UL LISTED LEVEL 3.  Aluminum frames are not acceptable.

2.3  GLAZING

The glazing to be of the protection level specified and must be UL Listed Laminated Glass. ((polycarbonate, glass clad polycarbonate or other types - specify alternate glazing if desired ))

2.4  SHELF

Provide a shelf not less than 2" thick with a recessed dip tray.  The shelf to be full width of window and a minimum of 12" deep centered under the glazing covered with a black high pressure laminate.  ((Optional solid core stainless steel no less than 18 ga. with a # 3 finish))

2.5  DIP TRAY

Model RMDT1016 constructed of no less than 16 ga. stainless steel, # 3 finish 10" x 16" from the outside edge of flanges with a clear open depth under the glazing no less than 1 5/8".

PART 3 EXECUTION
3.1  INSTALLATION

Set windows in accordance with the manufacturer’s printed recommendations.  Proper anchoring device shall be determined by the material to be anchored to.  All exposed anchor holes shall be used for anchoring.  Repair damaged units prior to completion and acceptance of the project or replace with new units as directed by the architect.

3.2  PROTECTION

It shall be the responsibility of the contractor to see that windows are properly stored in a dry location and covered to protect them from damage before and after installation.

3.3  CLEANING

Upon completion, clean exposed surfaces of windows thoroughly in accordance with manufacturer's instructions.
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