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BULLET RESISTANT TRANSACTION WINDOW

12ga. STAINLESS STEEL “C” CHANNEL
(( SHORT FORM ))

GENERAL:  Furnish a transaction window designed and built in manner that provides a completely assembled, finished unit, installed in a finished opening.  Provide for two way " natural voice" communication permitted by the design of the vertical side frames and glazing technique.  Model is SSTW ((indicate size or refer to drawings)) manufactured by Armortex, Schertz, Texas.  Phone:  210-661-8306, 800-880-8306,  Fax:  210-661-8308. The provider of this window must be ISO 9001:2008 Certified with proof of certification by an accredited registrar. Provide proof of possession of PRODUCT LIABILITY INSURANCE in an amount not less than five million U.S. dollars.
PRODUCT:  The UL Listed Level 3 natural voice frame shall be 12 ga. stainless steel # 3 finish and drilled in at least four points on each side to permit the anchoring to structural members or ganged with an adjoining unit.  The hole placement shall prohibit the removal of these anchoring or attaching devices from the opposite side of the glazing.  The glazing is to be UL Listed Level          ((specify)) laminated glass ((polycarbonate or other-specify)).  The top and bottom edges of the glazing is to be capped with no less than 20 ga. stainless steel, with a # 3 finish.  Provide a shelf 2" thick with a recessed dip tray.  The shelf to be full width of window 12" deep, centered under the glazing and covered with black high pressure laminate.  ((Optional stainless steel 18 ga. with a # 3 finish.))  Dip Tray to be 16 ga. stainless steel #3 finish, 10"x 16" from the outside edge of flanges with a clear open depth under the glazing of 1 5/8".

EXECUTION: Install and clean in accordance with the manufacturer’s instructions.
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